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codec 660 may likewise generate audible sound for a user,
such as through a speaker, e.g., in a handset of device 650.
Such sound may include sound from voice telephone calls,
may include recorded sound (e.g., voice messages, music
files, etc.) and may also include sound generated by appli-
cations operating on device 650.

The computing device 650 may be implemented in a
number of different forms, as shown in the figure. For
example, it may be implemented as a cellular telephone 680.
It may also be implemented as part of a smart phone 682,
personal digital assistant, or other similar mobile device.

Various implementations of the systems and techniques
described here can be realized in digital electronic circuitry,
integrated circuitry, specially designed ASICs (application
specific integrated circuits), computer hardware, firmware,
software, and/or combinations thereof. These various imple-
mentations can include implementation in one or more
computer programs that are executable and/or interpretable
on a programmable system including at least one program-
mable processor, which may be special or general purpose,
coupled to receive data and instructions from, and to trans-
mit data and instructions to, a storage system, at least one
input device, and at least one output device.

These computer programs (also known as programs,
software, software applications or code) include machine
instructions for a programmable processor, and can be
implemented in a high-level procedural and/or object-ori-
ented programming language, and/or in assembly/machine
language. As used herein, the terms “machine-readable
medium” “computer-readable medium” refers to any com-
puter program product, apparatus and/or device (e.g., mag-
netic discs, optical disks, memory, Programmable Logic
Devices (PLDs)) used to provide machine instructions and/
or data to a programmable processor, including a machine-
readable medium that receives machine instructions as a
machine-readable signal. The term “machine-readable sig-
nal” refers to any signal used to provide machine instruc-
tions and/or data to a programmable processor.

To provide for interaction with a user, the systems and
techniques described here can be implemented on a com-
puter having a display device (e.g., a CRT (cathode ray tube)
or LCD (liquid crystal display) monitor) for displaying
information to the user and a keyboard and a pointing device
(e.g., a mouse or a trackball) by which the user can provide
input to the computer. Other kinds of devices can be used to
provide for interaction with a user as well; for example,
feedback provided to the user can be any form of sensory
feedback (e.g., visual feedback, auditory feedback, or tactile
feedback); and input from the user can be received in any
form, including acoustic, speech, or tactile input.

The systems and techniques described here can be imple-
mented in a computing system that includes a back end
component (e.g., as a data server), or that includes a middle-
ware component (e.g., an application server), or that
includes a front end component (e.g., a client computer
having a graphical user interface or a Web browser through
which a user can interact with an implementation of the
systems and techniques described here), or any combination
of'such back end, middleware, or front end components. The
components of the system can be interconnected by any
form or medium of digital data communication (e.g., a
communication network). Examples of communication net-
works include a local area network (“LLAN”), a wide area
network (“WAN”), and the Internet.

The computing system can include clients and servers. A
client and server are generally remote from each other and
typically interact through a communication network. The
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relationship of client and server arises by virtue of computer
programs running on the respective computers and having a
client-server relationship to each other.

In some implementations, the computing devices depicted
in FIG. 6 can include sensors that interface with a virtual
reality (VR headset 690). For example, one or more sensors
included on a computing device 650 or other computing
device depicted in FIG. 6, can provide input to VR headset
690 or in general, provide input to a VR space. The sensors
can include, but are not limited to, a touchscreen, acceler-
ometers, gyroscopes, pressure sensors, biometric sensors,
temperature sensors, humidity sensors, and ambient light
sensors. The computing device 650 can use the sensors to
determine an absolute position and/or a detected rotation of
the computing device in the VR space that can then be used
as input to the VR space. For example, the computing device
650 may be incorporated into the VR space as a virtual
object, such as a controller, a laser pointer, a keyboard, a
weapon, etc. Positioning of the computing device/virtual
object by the user when incorporated into the VR space can
allow the user to position the computing device to view the
virtual object in certain manners in the VR space. For
example, if the virtual object represents a laser pointer, the
user can manipulate the computing device as if it were an
actual laser pointer. The user can move the computing
device left and right, up and down, in a circle, etc., and use
the device in a similar fashion to using a laser pointer.

In some implementations, one or more input devices
included on, or connect to, the computing device 650 can be
used as input to the VR space. The input devices can include,
but are not limited to, a touchscreen, a keyboard, one or
more buttons, a trackpad, a touchpad, a pointing device, a
mouse, a trackball, a joystick, a camera, a microphone,
earphones or buds with input functionality, a gaming con-
troller, or other connectable input device. A user interacting
with an input device included on the computing device 650
when the computing device is incorporated into the VR
space can cause a particular action to occur in the VR space.

In some implementations, a touchscreen of the computing
device 650 can be rendered as a touchpad in VR space. A
user can interact with the touchscreen of the computing
device 650. The interactions are rendered, in VR headset 690
for example, as movements on the rendered touchpad in the
VR space. The rendered movements can control objects in
the VR space.

In some implementations, one or more output devices
included on the computing device 650 can provide output
and/or feedback to a user of the VR headset 690 in the VR
space. The output and feedback can be visual, tactical, or
audio. The output and/or feedback can include, but is not
limited to, vibrations, turning on and off or blinking and/or
flashing of one or more lights or strobes, sounding an alarm,
playing a chime, playing a song, and playing of an audio file.
The output devices can include, but are not limited to,
vibration motors, vibration coils, piezoelectric devices, elec-
trostatic devices, light emitting diodes (LEDs), strobes, and
speakers.

In some implementations, the computing device 650 may
appear as another object in a computer-generated, 3D envi-
ronment. Interactions by the user with the computing device
650 (e.g., rotating, shaking, touching a touchscreen, swiping
a finger across a touch screen) can be interpreted as inter-
actions with the object in the VR space. In the example of
the laser pointer in a VR space, the computing device 650
appears as a virtual laser pointer in the computer-generated,
3D environment. As the user manipulates the computing
device 650, the user in the VR space sees movement of the



